
Material Safety Data Sheet 
NON HAZARDOUS – CHEMICAL IDENTIFICATION CODE NOT APPLICABLE 

1. IDENTIFICATION OF THE SUBSTANCE / PREPARATION AND OF THE COMPANY UNDERTAKING:

Product Name : MEGAPRIME
29291000 HS CODE : 

Application : Primer for Joint Sealant 
Manufacturer : MATEX CONSTRUCTION CHEMICALS 

MANUFACTURING CO. L.L.C. 
Address : P.O. Box 29585 
Telephone : +971 4 3334140 
Fax : +971 4 3334115 
Email : info@matex.ae 
Website : www.matex-global.com 

2. HAZARDS IDENTIFICATION:

Hazard designation : Xn – harmful 
F – flammable 

R-phrase(s) R10  : Flammable 
R21/22  : Harmful in contact with skin & if swallowed 
R36/37/38 : Irritating to eyes, respiratory system and skin 
R40  : Limited evidence of a carcinogenic effect.  
R42/43  : May cause sensitization by inhalation and skin contact 
R48/20  : Harmful: danger of serious damage to health by  

prolonged exposure through inhalation. 
S-phrase(s) 
S23 : Do not breathe vapour 
S26 : In case of contact with eyes, rinse immediately with  

plenty of water and seek medical advice 
S36/37 : Wear suitable protective clothing and gloves. 
S45 : In case of accident or if you feel unwell, seek medical 

advice immediately. 

mailto:info@matex.ae
http://www.matex-global.com/
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3.   COMPOSITION / INFORMATION ON INGREDIENTS: 

   
Chemical Name Proportion CAS No. 

Xylene (Xn; R20/21, R38) 30-60% 1330-20-7 
Prepolymer Based on Aromatic Polyisocyanet To 100% 67815-87-6 

   
  Non Hazardous ingredients 
 

 
4.   FIRST AID MEASURES: 
   
  Eye contact    : Wash eyes with copious amount of water for several  
        minutes. If irritation persists, seek medical attention. 
  Skin contact     : Remove contaminated clothes immediately. Wash  
        affected area with soap & plenty of water. If irritation  
        occurs, obtain medical attention. 
  Inhalation    : Remove affected person to fresh air. If symptoms  
        persist obtain medical attention. 
  Ingestion    : If swallowed wash out mouth. Do not induce vomiting.  
        Obtain medical attention immediately. 
 

 
5. FIRE FIGHTING MEASURES: 

 
 Suitable Extinguishing media   : carbon dioxide, powder or foam 
 Unsuitable extinguishing media : high pressure water jet 
 Special Exposure Hazards  : Toxic fumes. Nitrogen compounds, in some fire   
       circumstances. 
 Special Protective Equipment  : Self-contaminated breathing apparatus 
 

 
6. ACCIDENTAL RELEASE MEASURES: 

 
 Methods and materials for   : Spills should be collected and removed mechanically. 
 Containment and clean up    Absorb in fire retardant treated saw dust, diatomaceous 
       earth or similar material which can then be shoveled into 
       appropriately labeled drums. Disposal should be effected 
       by an approved waste disposal organization according  
       to local regulations. 
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 Environmental precautions  : Do not empty into drains, sewers and waterways, and  
       prevent from entering the soil. If the product   
       contaminates lakes, rivers or sewages, inform   
       appropriate authorities in accordance with local  
       regulations. 
    

 
7. HANDLING AND STORAGE: 

 
  Precautions for safe handling  : Wear personal protective equipment (PPE) Provide for  
        good ventilation. Avoid inhalation of vapours. Avoid skin 
        contact. Harmful in contact with or if absorbed through  
        the skin. Keep containers tightly closed when not in use. 
        Ensure containers do not leak. Do not eat or drink  
        during work. No smoking. Comply with health and  
        safety at work laws. 
  Conditions for safe storage  : Store in a cool area. A flammable atmosphere can be  
        produced in storage tank headspaces even when stored 
        at a temperature below the flash point. Ensure there  
        are no ignition sources in the area immediately   
        surrounding filling and venting operations. Keep out of  
        reach of children. 
 

 
8. EXPOSURE CONTROLS / PERSONAL PROTECTION: 

 
  Exposure limits    :  MAK (DFG, 1997) 
  Personal Protective equipment  
  Respiratory Protection   : Use Ori-nasal respirator if product is used in confined  
        spaces. 
  Eye protection    : Safety goggles 
  Skin protection    : impervious gloves. 
  Industrial Hygiene   : Wash hands before breaks and after finishing work. Do  
        not eat, drink or smoke at workplace. 
  Engineering Control   : Use local exhaust ventilation. Use flameproof equipment 
        and measures. Isolate all potential sources of ignition. 
 

 
9. PHYSICAL AND CHEMICAL PROPERTIES: 

  
  Form     : Liquid 
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  Color     : Clear to slightly brown 
  Odour     : Smell of solvent 
  Boiling point, °C   : 140 
  Melting point, °C   : N/A 
  Flash point, °C    : approximate 35 
  Thermal decomposition  : N.A. 
  Density (g/cc)     : 1.01 
  Ph value    : N.A. 
  Solubility in water   : Insoluble 
  Further information    : Soluble in hydrocarbons and ethers. Reacts with alcohol 
 

 
10.  STABILITY AND REACTIVITY: 

  
  Stability     : Hazardous polymerization will not occur unless exposed 
        to amines, alcohols, water, acids or heat. 
  Conditions to avoid   : Any source of ignition. Temperatures (ºC) above 30. 
  Materials to avoid   : Contamination by water. Alcohols. Amines. 
  Hazardous Decomposition Products : Thermal decomposition: - Oxides of carbon. Nitrogen  
        compounds in some fire circumstances.   
 

 
11.  TOXICOLOGICAL INFORMATION: 

 
 The following toxicological assessment is based on a knowledge of the toxicity of the product’s 
 components. Oral LD50, rat>5g/kg 
 
 On Eyes    : Severe irritation 
 On Skin     : Irritation 
 By Inhalation    : Harmful by inhalation. Concentration-dependent risk of  
       irritating effect on eyes, nose, throat and respiratory  
       tract. Delayed appearance of the complaints and  
       development of hyper-sensitivity (difficult breathing,  
       coughing asthma) are possible. Hypersensitive persons  
       may suffer from these effects even at low isocyanate  
       concentrations. 
 By Ingestion    : May cause nausea, vomiting and diarrhea 
 Chronic     : Repeated and prolonged skin contact may lead to skin  
       disorders. 
 Other     : Persons who suffer from hypersensitivity of the   
       respiratory tract (e.g. asthmatics and those who suffer  
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       from chronic bronchitis) are advised not to work with this 
       product. 
 

 
12.  ECOLOGICAL INFORMATION: 

 
  Environmental Assessment   : When used and disposed of as intended, no adverse  
        environmental effects are foreseen. 
  Mobility    : Insoluble in water. 
  Persistence and Degradability  : Not readily biodegradable, but is inherently   
        biodegradable. 
  Bioaccumulative Potential  : Not known. 
  Ecotoxicity    : No evidence of chronic aquatic toxicity 
 

 
13.  DISPOSAL CONSIDERATIONS: 

 
  Material Disposal    : Recover or recycle if possible. After finish product  
        withdrawal, all residues must be removed from   
        containers and disposed through an authorized waste  
        contractor. 
  Container Disposal   : Drain container thoroughly. After draining, vent in safe  
        place away from sparks and fire. Residues may cause an 
        explosion hazard. Do not, puncture, cut, or weld  
        uncleaned drums. Send to drum recoveree or metal  
        reclaimer. 
  Local Legislation   : Disposal should be accordance with applicable regional,  
        national, and local laws and regulations. 
 

 
14.  TRANSPORT INFORMATION:    

 
  UN Number     : 3080 
  UN proper shipping name   : ISOCYANATE SOLUTIONS, TOXIC FLAMMABLE, N.O.S. 
  Dangerous goods class   : 6.1 
  Subsidiary risk     : 3 
  Packing Group    : II 
  Hazchem code    : 2W 
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15.  REGULATORY INFORMATION: 
 
  Labeling     :  Harmful, flammable 
  Symbol     : Xn, F 
  R-phrase(s) R10    : Flammable 
  R21/22     : Harmful in contact with skin & if swallowed 
  R36/37/38    : Irritating to eyes, respiratory system and skin 
  R40     : Limited evidence of a carcinogenic effect.  
  R42/43     : May cause sensitization by inhalation and skin contact 
  R48/20     : Harmful: danger of serious damage to health by  
        prolonged exposure through inhalation. 
  S-phrase(s) 
  S23     : Do not breathe vapour 
  S26     : In case of contact with eyes, rinse immediately with  
        plenty of water and seek medical advice 
  S36/37     : Wear suitable protective clothing and gloves. 
  S45     : In case of accident or if you feel unwell, seek medical  
        advice immediately. 
 

 
16. OTHER INFORMATION: 

 
The data and advice given apply when the product is used for the stated application or applications. The product 
is not sold as suitable for any other applications. Use of the product for applications other than as stated in the 
sheet may give rise to risks not mentioned in this sheet. The product should not be used other than for the stated 
application or applications without seeking advice from MATEX. 
 
If the product has been purchased for supply to a third party for use at work, it is the purchaser's duty to take all 
necessary steps to ensure that any person handling of using the product is provided with the information in this 
sheet. 
 
It is the responsibility and duty of the employer to inform employees and others who may be affected of hazards 
described in this sheet and of any precautions which should be taken. 
 
This sheet does not constitute or substitute for the users own assessment of workplace risk, as required by other 
health and safety legislation. 
 
Further copies of this Safety Data Sheet may be obtained from MATEX. 

MATEX Rev-00-1015 


