
 

Material Safety Data Sheet 

 

NON HAZARDOUS – CHEMICAL IDENTIFICATION CODE NOT APPLICABLE 

         

1. IDENTIFICATION OF THE SUBSTANCE / PREPARATION AND OF THE COMPANY UNDERTAKING: 

  

Product Name    : MEGASEAL PS REACTOR 

HS CODE    : 32541000 

Application    : Two Part Flexible Polysulfide Sealant 

Manufacturer    : MATEX CONSTRUCTION CHEMICALS    

      MANUFACTURING CO.  L.L.C. 

Address    : P.O. Box 29585 

Telephone    : +971 4 3334140 

Fax     : +971 4 3334115 

Email     : info@matex.ae 

Website    : www.matex-global.com 

 

       

2.   HAZARDS IDENTIFICATION: 

 Classified as hazardous according to the criteria of NOHSC 

   

  Risk phrases    : R20/22   Harmful by inhalation & if swallowed 

        R40 Possible risk of irreversible effects. 

        R43    May cause sensitization by skin contact. 

  Safety phrases    : S24 Avoid contact with skin. 

        S36/37 Wear suitable protective clothing and gloves. 

        S45 In case of accident or if you feel unwell seek  

        medical immediately. 

 

 

2. COMPOSITION / INFORMATION ON INGREDIENTS: 

 

   

 

 

 

4.   FIRST AID MEASURES: 

   

  Eye contact    : Wash eyes with copious amount of water for several  

        minutes. If irritation persists, seek medical attention. 

Ingredients % Composition CAS No. 

Manganese dioxide dispersed paraffin 

base 

100 85535-85-9 

mailto:info@matex.ae
http://www.matex-global.com/
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  Skin contact    : Remove contaminated clothes immediately. Wash  

        affected area with soap & plenty of water. If irritation  

        occurs, obtain medical attention. 

  Inhalation    : Remove affected person to fresh air. If symptoms  

        persist obtain medical attention. 

  Ingestion    : If swallowed wash out mouth. Do not induce   

        vomiting. Obtain medical attention. 

 

 

5. FIRE FIGHTING MEASURES: 

 

 Suitable Extinguishing media   : Water spray, foam, CO2 and dry chemical. 

  Hazards from combustion products : In case of fire oxides of carbon, nitrogen and other toxic 
        gases are formed. 
  Precautions and equipment for Fire fighters: Fire fighters should wear self-contained  breathing  
        apparatus in enclosed areas. 

 

 

6. ACCIDENTAL RELEASE MEASURES: 

 

   After spillage/leakage   : Absorb suitable material like sand, earth, seal in plastic  

        bag & bury in landfill. In addition please refer to the  

        local regulations regarding disposal.  

 

 

7. HANDLING AND STORAGE: 

 

Storage  : Keep container tightly closed and in a cool well   

   ventilated place. Store in conformity with local fire  

   regulations. Keep away from food stuffs. 

  Handling    : Maintain good standards of personal hygiene. Use in  

        well ventilated areas to avoid vapor fumes. Suitable  

        respiratory equipment should be worn when working in 

        closed environments. 

 

 

8. EXPOSURE CONTROLS / PERSONAL PROTECTIONS: 

 

  Engineering controls   : Use only in well ventilated areas. Use mechanical mixing 

        equipment and provide long handled brush for washing  

        tools. 
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  Personal protective equipment     

  Respiratory protection   : Use respiratory equipment in accordance to local safety  

        requirements. 

  Hand protection   : Wear gloves or suitable protective creams. 

  Eye protection    : Wear safety glasses, which comply with local standards. 

  Clothing     : Light protective clothing. 

  Other      : Use barrier creams to protect skin from contact  with  

        the material. Always wash hands before smoking,  

        eating, drinking or using the toilet and after finishing  

        work. Observe the usual precautions when handling  

        chemicals. 

  

 

9. PHYSICAL AND CHEMICAL PROPERTIES: 

  

  Form     : Paste 

  Color     : Dark Brown 

  Odour     : Organic Compound 

  Boiling point, ºC   : N/A 

  Melting point, ºC   : N/A 

  Flash point, ºC    : > 150 ºC 

  Autoflamibility, ºC   : N/A 

  Explosion Limits   : N/A 

  Thermal decomposition  : N.A. 

  Density kg/m3    : 1.65 

  Vapour Pressure, KPa at 20 ºC  : N/A 

  Ph value    : N.A. 

  Solubility in water   : Immiscible 

 

 

10. STABILITY AND REACTIVITY: 

  

  Hazardous of use/storage  : Stable under normal storage and application   

        temperature. 

  Materials to avoid    : Avoid oxidizing materials and strong acids. 

  Hazardous decomposition products : Oxides of sulfur and other carbonaceous by-products.  

  Hazardous reactions   : When heated above 100ºC, oxidation reaction with  

        decomposition. 
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11. TOXICOLOGICAL INFORMATION: 

 

   Toxic Dose 1 –LD 50   : Not determined 

  Inhalation    : No specific health warnings noted 

  Ingestion    : No harmful effects expected in amounts likely to be  

        ingested by accident. 

  Skin Contact    : prolonged and frequent contact may cause redness and  

        irritation. The product contains a small amount of  

        sensitizing substance which may provoke an allergic  

        reaction among sensitive individuals after repeated  

        contact. 

  Eye Contact    : May cause irritation to eyes. 

  Health Warnings   : Product contains: alkaline material which can cause skin 

        irritation and eye damage. 

 

 
12. ECOLOGICAL INFORMATION: 

 

  Ecological effect information impairment: Do not empty into drains and sewers.  
  Of sludge activity    
  Other information 
  

 

13. DISPOSAL CONSIDERATIONS: 

 
 Dispose of waste according to Environmental Protection Authority, federal, state and local regulations. 

  

 
14. TRANSPORT INFORMATION: 

 

  Ecological effect information impairment: Do not empty into drains and sewers.  
  Of sludge activity    
  Other information 

 

 

15. REGULATORY INFORMATION: 

 
  Risk Phrase    : R20/22 Harmful by inhalation and if swallowed. 
        R40 Possible risk of irreversible effects. 
        R43 May cause sensitization by skin contact. 
  Safety Phrase    : S24  Avoid contact with skin  
        S36/37 Wear suitable protective clothing and gloves. 
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        S45 In case of accident or if you feel unwell,   
         seek medical advice immediately. 
  

 
16. OTHER INFORMATION: 

 

This MSDS summarizes our best knowledge of the health and safety hazard information of the product and how 

to safely handle and use the product in the work place. Each user should read this MSDS and consider the 

information in the context of how the product will be handled and used in the workplace including in conjunction 

with other products. If clarification or further information is needed to ensure that an appropriate risk assessment 

can be made, the user should contact this company. Our responsibility for products sold is subject to our standard 

terms and conditions, a copy of which is sent to our customers and is also available on request. All information 

contained in this MSDS is as accurate and up-to-date as possible. No warranty expressed or implied is made as to 

its accuracy, reliability or completeness. 
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NON HAZARDOUS – CHEMICAL IDENTIFICATION CODE NOT APPLICABLE 

         

1. IDENTIFICATION OF THE SUBSTANCE / PREPARATION AND OF THE COMPANY UNDERTAKING: 

  

Product Name    : MEGASEAL PS BASE 

HS CODE    : 32541000 

Application    : Two Part Flexible Polysulfide Sealant 

Manufacturer    : MATEX CONSTRUCTION CHEMICALS    

      MANUFACTURING L.L.C. 

Address    : P.O. Box 29585 

Telephone    : +971 4 3334140 

Fax     : +971 4 3334115 

Email     : info@matex.ae 

Website    : www.matex-global.com 

 

       

2.   HAZARDS IDENTIFICATION: 

 Classified as hazardous according to the criteria of NOHSC 

   

  Risk phrases    : R20/22   Harmful by inhalation & if swallowed 

        R36    Irritating to eyes. 

        R43    May cause sensitization by skin contact. 

  Safety phrases    : S45   In case of accident or if you feel unwell seek  

           medical advice immediately. 

        S53   Avoid exposure – obtain special instructions  

                        before use. 

 

 

3.   COMPOSITION / INFORMATION ON INGREDIENTS: 

 

INGREDIENTS:   

Name % Composition CAS No. 

Modified Polysulfide 20-30 68611-50-7 

Chlorinated Paraffin 25 85535-85-9 

Calcium Carbonate 35-45 471-34-1 

Titanium Dioxide 2-5 13463-67-7 
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4.   FIRST AID MEASURES: 

   

  Eye contact    : Wash eyes with copious amount of water for several  

        minutes. If irritation persists, seek medical attention. 

  Skin contact    : Remove contaminated clothes immediately. Wash  

        affected area with soap & plenty of water. If irritation  

        occurs, obtain medical attention. 

  Inhalation    : Remove affected person to fresh air. If symptoms  

        persist obtain medical attention. 

  Ingestion    : If swallowed wash out mouth. Do not induce vomiting.  
        Obtain medical attention. 
 

 

5. FIRE FIGHTING MEASURES: 

 

 Suitable Extinguishing media   : Water spray, foam, CO2 and dry chemical. 

 Hazards from combustion products : In case of fire oxides of carbon, sulfur and carbonaceous 

       by-products. 

 Precautions and equipment for Fire fighters: Fire fighters should wear self-contained  breathing  

       apparatus in enclosed areas. 

 

 

6. ACCIDENTAL RELEASE MEASURES: 

 

 Caution     : Spillages may be slippery.  Absorb spillages onto sand,  

       earth or any suitable absorbent material. Transfer to a  

       container for disposal or recovery. Do not allow to enter 

       drains, sewers or watercourses.  Spillages or   

       uncontrolled discharges into watercourses must be  

       alerted to the Environment Agency or other appropriate 

       regulatory body.  

 

 

7. HANDLING AND STORAGE: 

 

Storage  : Keep container tightly closed and in a cool well   

   ventilated place. Store in conformity with local fire  

   regulations. Keep away from food stuffs. 

  Handling    : Maintain good standards of personal hygiene.  Use in  

        well ventilated areas to avoid vapor fumes. Suitable  
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        respiratory equipment should be worn when working in 

        closed environments. 

 

 

8. EXPOSURE CONTROLS / PERSONAL PROTECTIONS: 

 

  Engineering controls   : Use only in well ventilated areas. Use mechanical mixing 

        equipment and provide long handled brush for washing  

        tools. 

  Personal protective equipment       

  Respiratory protection   : Use respiratory equipment in accordance to local safety  

        requirements. 

  Hand protection   : Wear gloves or suitable protective creams. 

  Eye protection    : Wear safety glasses, which comply with local standards. 

  Clothing     : Light protective clothing. 

  Other      : Use barrier creams to protect skin from contact  with  

        the material. Always wash hands before smoking,  

        eating, drinking or using the toilet and after finishing  

        work. Observe the usual precautions when handling  

        chemicals. 

  

 

9. PHYSICAL AND CHEMICAL PROPERTIES: 

  

  Form     : Paste 

  Color     : Off White 

  Odour     : Organic Compound 

  Boiling point, ºC   : N/A 

  Melting point, ºC   : N/A 

  Flash point, ºC    : > 125 ºC 

  Autoflamibility, ºC   : N/A 

  Explosion Limits   : N/A 

  Thermal decomposition  : N.A. 

  Density kg/m3    : 1.45-1.55 

  Vapour Pressure, KPa at 20 ºC  : N/A 

  Ph value    : N.A. 

  Solubility in water   : Insoluble 
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10. STABILITY AND REACTIVITY: 

  

  Hazardous of use/storage  : Stable under normal storage and application   

        temperature. 

  Materials to avoid    : Avoid oxidizing materials and strong acids. 

  Hazardous decomposition products : None under normal storage and use temperatures. 

  Hazardous reactions   : Avoid heat and sources of ignition. 

 

  

11. TOXICOLOGICAL INFORMATION: 

 

   Toxicology     : No toxicology data available for this specific material. 

  Inhalation    : May cause irritation to respiratory system. Symptoms  

        may include headache, nausea and dizziness. 

  Ingestion    : May cause irritation of the gastrointestinal system.  

        Symptoms may include nausea, vomiting and diarrhea. 

  Skin     : May cause irritation to skin. Symptoms may include  

        redness and itchiness. Repeated or prolonged skin  

        contact may lead to dermatitis. 

  Eye     : May cause irritation to eyes. Symptoms may   

        include redness, excessive tearing, stinging and   

        swelling. 

  Chronic Effects    : Prolonged or repeated exposure may cause liver &  

        kidney damage. 

 

 
12. ECOLOGICAL INFORMATION: 

 

  Environment Protection  : Do not allow product to enter drains, waterways or  

        sewers. 

  Mobility    : No data available for this specific material. 

  Persistence/Degradability  : No data available for this specific material. 

  Bioaccumulation   : No data available for this specific material. 

  Ecotoxicity – LC 50 Dose  : Not determined.   

  

 
13. DISPOSAL CONSIDERATIONS: 

 
 Dispose of waste according to Environmental Protection Authority, federal, state and local regulations. 
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14. TRANSPORT INFORMATION: 

 

  UN/SI No.    :  N / A    

  Packing Group    :  

 

 

15. REGULATORY INFORMATION: 

 
  Risk phrases    : R20/22   Harmful by inhalation & if swallowed 

        R36 Irritating to eyes. 

        R43  May cause sensitization by skin contact 

  Safety phrases    : S45 In case of accident or if you feel unwell seek  

         medical advice immediately. 

        S53 Avoid exposure – obtain special    

         instructions before use. 

   

 

16. OTHER INFORMATION: 

 

This MSDS summarizes our best knowledge of the health and safety hazard information of the product and how 

to safely handle and use the product in the work place. Each user should read this MSDS and consider the 

information in the context of how the product will be handled and used in the workplace including in conjunction 

with other products. If clarification or further information is needed to ensure that an appropriate risk assessment 

can be made, the user should contact this company. Our responsibility for products sold is subject to our standard 

terms and conditions, a copy of which is sent to our customers and is also available on request. All information 

contained in this MSDS is as accurate and up-to-date as possible. No warranty expressed or implied is made as to 

its accuracy, reliability or completeness. 
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